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Technical Speci ications Porcelain 
Stoneware

ACCORDING TO 
UNI EN 14411 - G BIa

Specification Test methods Requirements in accordance to the standards Average value

DIMENSIONS AND APPEARANCE ISO 10545-2 PROSPECT G.1 COMPLIANT

WATER ABSORPTION ISO 10545-3 ≤ 0,5% < 0,1%

FLEXURAL RESISTANCE

ISO 10545-4

min./МИН 35 N/mm2 > 45 N/mm2

MODULUS OF RUPTURE

THICKNESS 
≥ 7,5 mm: min. 1300N

THICKNESS*

6,5 mm 1800 N*

10 mm 3000 N*

THICKNESS
< 7,5 mm: min. 1300 N

20 mm 13000 N*

DEEP ABRASION RESISTANCE ISO 10545-6 ≤ 175 mm3 < 140 mm3

LINEAR EXPANSION THERMIC COEFFICIENT ISO 10545-8 AVAILABLE ON REQUEST ≤ 7x10-6 °C-1

RESISTANCE TO SUDDEN TEMPERATURE CHANGES ISO 10545-9 AVAILABLE ON REQUEST RESISTANT

FROST RESISTANCE ISO 10545-12 ALWAYS TESTED RESISTANT

HOUSEHOLD CHEMICALS AND SWIMMING POOL 
WATER CLEAN-SERS

ISO 10545-13

min. B
МИН. B

min. B
МИН. B

ACIDS AND LOW CONCENTRATION ALKALIS
FROM LA, LB TO LC FROM LA, LB TO LC

ACIDS AND HIGH CONCENTRATION ALKALIS AVAILABLE ON REQUEST AVAILABLE ON REQUEST

 STAIN RESISTANCE UGL

ISO 10545-14

AVAILABLE ON REQUEST AVAILABLE ON REQUEST

STAIN RESISTANCE GL min. 3
МИН. 3

min. 3
МИН. 3

INDICATIONS FOR USE

Floor tiles

Wall tiles

SUGGESTED APPLICATIONS 

Domestic purpose

Light commercial

Commercial

Outdoor floor

Surface look

Matt

Edge

 Monocaliber, recti ied

SHADE VARIATION

SURFACES

Finish 

Natural
All our products are sold only in complete boxes, 
whether the unit of measure is per item or per square 
metre. 

SALES CHARACTERISTICS

Packaging

Product sold per item.
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Locations Toronto
Head Office + Warehouse

143 Tycos Dr. 
Toronto, ON M6B 1W6
416 413 7985

Oakville
Showroom

550 Speers Rd. Unit #2 
Oakville, ON L6K 2G3
905 582 7985

STAY CONNECTED
-

www.decotile.com
@decotile

http://www.decotile.com

	bitter cover
	bitter edited w logo
	PDF End Page

