
Florentine Terracotta
TECHNICAL DATA



Technical sheet
MACHINERY DRAWN

TECHNICAL SHEET NORMS EN-NORM VALUES VALUES

lenght UNI EN 98 ± 1,5% max corresponding

thickness UNI EN 98 ± 10% max corresponding

straightness
of sides

UNI EN 98 ± 10% max corresponding

rectangularity UNI EN 98 ± 1,5% max corresponding 

surface flatness 
centre curvature

UNI EN 98 ± 1% max corresponding

surface flatness 
edge curvature

UNI EN 98 ± 1% max corresponding

surface flatness 
warpage

UNI EN 98 ± 1,5% max corresponding

surface quality UNI EN 98
percentage of acceptable
tiles in the lot free
visible defects 95 min

corresponding

water absorpion ISO 10545-3
average value 
3<E≤6

4,2
6,1 (Poggio Sannini)

modulus of ropture UNI EN 100
average value 
>10N/mm2 > 20 N/mm2

scratch hardness 
of surface (Mohs)

UNI EN 101 unglazed tiles 5 min 5

abrasion resistance ISO 10545-6
removed volume 
in mm3 771 max

538 mm3

resistance to light DIN 51094 free of visible defects resistant

linear thermal 
expansion

ISO 10545-8
coefficient linear thermal
expansion from ambient
temperature <10x10-6/°C-1

6,7(x10-6  °C-1)

thermal shock 
resistance

UNI EN 104
ASTM/C 484

free of visible defects resistant

res. to household
chemical swimming 
pool water cleaners

ISO 10545 free of visible defects resistant

resistance to acid 
and alkalis

ISO 10545-13 unglazed tiles resistant

frost resistance ISO 10545-12 free of visible defects resistant

sliding resistance
B.R.C.A.
DIN 51130

leather on dry surface 
μ>0,40 test on inclined lan

R12
R11 (Litos/Naturale)
R10 (Levigato)



Florentine Terracotta - INTERIOR

INSTRUCTIONS FOR USE

Laying to Professional Standards
Laying can be done equally well either with mortar. It must be done to “professional 

standards”, using only quality materials and being aware of the possible different 
shades which are characteristic for Florentine Terracotta. Important: Sistematically 

wipe away any remnants of mortar with a damp sponge while laying.

Grouting
It can be done equally well with both ready grout and mortar. You are recommended 
to clean the floor continually with a damp sponge as you work. The floor layer will be 

held liable for any damages if these basic rules and precautions are not observed.

Prior to Installation
1. Acclimation: Store the product indoors for 24-48 hours prior to installation to allow 
it to acclimate to the environment. This helps prevent issues related to temperature 

and humidity changes during installation.

2. Blending Shades: The installer should open 5-10 boxes and randomly select pieces 
from various boxes. This practice helps blend in any potential shading differences 

which are inherent in all natural terracotta, resulting in a more uniform appearance.

3. Shade Variations: Keep in mind that terra cotta is a naturally fired product, which 
means there will be inherent shade variations. Embrace these variations as part of the 

material’s unique character.

4. Clean the floor with a diluted acid (we do recommend Marbec Viacem, Fila 
Detertek or similar) (20% acid and 80% water), otherwise if the floor is much dirty we 
suggest using it more concentrated (use of the solution “acid and water”: 1 liter per 

4/5sq.mt). Then rinse the floor with pure water.

5. After cleaning apply on a completely dry floor a uniform coat of a protective water 
and oil-repellent solution (we do recommend Marbec Excel Plus or similar). Then as 
the floor is dry again apply 1-2 coats of a protective and preserving agent (waxing).

Installation
1. Timing for Grouting: After installation and washing, it’s important to wait 48-

72 hours before applying grout. This timeframe may vary depending on ambient 
temperature, so ensure that the tiles are fully dry before proceeding with grouting.

2. Grouting Process: When grouting, proceed with care. Clean the grout multiple 
times using fresh water to ensure all residue is thoroughly removed. This step is 

crucial for achieving a clean finish.

Post Installation
1. Your Florentine Terracotta is now ready to start its life as a perfect floor, requiring 

the usual maintenance for a traditionally treated Cotto Surface.

2. For ordinary domestic cleaning, simply use a cloth dampened with water and 
Marbec Flora, or other normal ammoniac-free detergent. Approximately once 

every two years, we suggest to spread Marbec Idrofin Matt or Filamatt (or any other 
similar preserving agent) over the floor by using a cloth or a mop; for Machine-made 

finishes we do recommend to use it diluted (50% Marbec Idrofin Matt and 50% water) 
whereas for hand made finish we do recommend to use it pure. Note that if any 

surrounding work has to be done in the environment, the floor must be covered to 
avoid damage to the flooring. 

Please reach out to your sales representative for more information.



Florentine Terracotta - EXTERIOR

INSTRUCTIONS FOR USE

Laying to Professional Standards
Laying can be done equally well either with mortar. It must be done to “professional 

standards”, using only quality materials and being aware of the possible different 
shades which are characteristic for Florentine Terracotta. Important: Sistematically 

wipe away any remnants of mortar with a damp sponge before they dry.

Grouting
It can be done equally well with both ready grout and mortar. You are recommended 
to clean the floor continually with a damp sponge as you work. The floor layer will be 

held liable for any damages if these basic rules and precautions are not observed.

Prior to Installation
1. Acclimation: Store the product indoors for 24-48 hours prior to installation to allow 
it to acclimate to the environment. This helps prevent issues related to temperature 

and humidity changes during installation.

2. Blending Shades: The installer should open 5-10 boxes and randomly select pieces 
from various boxes. This practice helps blend in any potential shading differences 

which are inherent in all natural terracotta, resulting in a more uniform appearance.

3. Shade Variations: Keep in mind that terra cotta is a naturally fired product, which 
means there will be inherent shade variations. Embrace these variations as part of the 

material’s unique character.

4. Clean the floor with a diluted acid (we do recommend Marbec Viacem, Fila 
Detertek or similar) (20% acid and 80% water), otherwise if the floor is much dirty we 
suggest using it more concentrated (use of the solution “acid and water”: 1 liter per 

4/5sq.mt). Then rinse the floor with pure water.

5. After cleaning apply on a completely dry floor a uniform coat of a protective water 
and oil-repellent solution (we do recommend Marbec Excel Plus or similar). Then as 
the floor is dry again apply 1-2 coats of a protective and preserving agent (waxing).

Installation
1. Timing for Grouting: After installation and washing, it’s important to wait 48-

72 hours before applying grout. This timeframe may vary depending on ambient 
temperature, so ensure that the tiles are fully dry before proceeding with grouting.

2. Grouting Process: When grouting, proceed with care. Clean the grout multiple 
times using fresh water to ensure all residue is thoroughly removed. This step is 

crucial for achieving a clean finish.

Post Installation
1. Your Florentine Terracotta is now ready to start its life as a perfect floor, requiring 

the usual maintenance for a traditionally treated Cotto Surface. At this stage, there is 
the option to spread out one coat of a water-repellent solution using a cloth, a mop, 

or a sponge (not mandatory).

2. For ordinary domestic cleaning, simply use a cloth dampened with water and 
Marbec Flora, or other normal ammoniac-free detergent. Approximately once 

every two years, we suggest to spread Marbec Idrofin Matt or Filamatt (or any other 
similar preserving agent) over the floor by using a cloth or a mop; for Machine-made 

finishes we do recommend to use it diluted (50% Marbec Idrofin Matt and 50% water) 
whereas for hand made finish we do recommend to use it pure. Note that if any 

surrounding work has to be done in the environment, the floor must be covered to 
avoid damage to the flooring. 

3. If the floor looks dirty after a few months/years you can repeat the cleaning process 
using diluted acid.

Please reach out to your sales representative for more information.



CCAARREE  &&  MMAAIINNTTEENNAANNCCEE  SSHHEEEETT

IINNTTEERRNNAALL  FFLLOOOORRSS



For this operation we recommend using PRW200.

What it’s for

- Eases grouting and subsequent cleaning without changing the appearance of the material;
- Reduces the drying time of the material after cleaning;
- Protects against grout stains.

Coverage: the product has a coverage of up to 108 sq.ft. (10 m2)/1 QT

How to use it

FOR PROFESSIONAL USE ONLY: If needed, the product may be applied with an airless sprayer until the 
surface is fully saturated. Use the appropriate PPE, as indicated on the safety data sheet.

WARNING: Test the product on a small, inconspicuous area of the surface to check for any discolouration. Do  
not apply the product outdoors if rain is in the forecast. Do not apply it on glossy surfaces without a previous 
test. 

To ease the subsequent post-construction cleaning of very absorbent materials, we recommend applying a 
water based sealer before grouting.

The sealer should be applied on the front and sides of the installed tiles.

Remove all dust and 
dirt from the flooring.

STEP 1

Do not walk or grout 
the surface until it is 
completely dry.

STEP 4

Within 10 minutes,  
remove any product  
residue if necessary.

STEP 3

On a clean and dry  
floor, apply a moderate 
amount of PRW200  
evenly with a fleece  
applicator or another  
suitable applicator.

STEP 2

PRE-GROUTING TREATMENT

Optional



For this operation we recommend using DETERDEK.

What it’s for

- Removes grout haze and construction dirt (grout, adhesive, paint);
- The surfactants in the formula effectively deep clean surfaces;
- Prepares the surface for subsequent protective treatment without damaging even the most

delicate surfaces.

Coverage: The product diluted at 1:5 has a coverage of up to 410-815 sq.ft. (38-76 m2)/gal

How to use it

INSTRUCTIONS FOR MACHINE CLEANING

INSTRUCTIONS FOR MANUAL CLEANING

End-of-work cleaning allows the removal of installation residue. It is an essential stage in the care and
maintenance of surfaces over time. Such operations must be carried out following the instructions on the
technical data sheet of the grout manufacturer, including the indicated waiting time before the grouted surface
can be used.

END-OF-WORK CLEANING

Floors 

Sweep the floor 
well.

STEP 1

Scrub the floor with a
brush.

STEP 4

Remove the 
residue  with a 
clean cloth and 
rinse.

STEP 5

Do not walk on 
the  surface until 
it is  completely 
dry.

STEP 6

Distribute the diluted  
DETERDEK solution  
evenly, scrubbing the 
floor a few metres at a  
time.

STEP 3STEP 2
1L

5L

Sweep the floor 
well.

Dilute DETERDEK
1:5

Leave to act for 4-5  
minutes and then 
wash  the floor with a 
brush  or floor 
scrubber fitted  with a 
white pad.

STEP 4

Remove residue 
with a  wet vacuum 
and rinse  with 
clean water.

STEP 5

Do not walk on 
the  surface until 
it is  completely 
dry.

STEP 6

Distribute the 
solution  with a floor 
scrubber  fitted with 
a white pad.

1,5 m2

2 m2

STEP 1 STEP 2 STEP 3
1L

5L

DiluIe DETERDEK
1:5

Do not use on acid sensitive stone such as marble, limestone, or travertine. Test the product on a small,
inconspicuous area of the surface or loose sample prior to full application.



For this operation we recommend using MP90 ECO PLUS.

What it’s for

- Reduces the absorption of the material without altering its aesthetic appearance;
- Water and oil repellent: blocks the absorption of common oil and water stains;
- Has anti-graffiti properties: the protected surface allows the graffiti to be easily removed

during cleaning.

Coverage: The product covers up to 388 sq.ft. (36m2)GAL.

How to use it

Correct protection keeps surfaces beautiful and hygienic over time. To protect the material, we recommend
using a sealer which, by limiting the absorption of water and non-acid staining agents, makes regular cleaning
easier and conserves the surface.

STAIN-PROOF PROTECTION

Clean the surface  
well.

1,5 m2

2 m2

STEP 1

Within 10 minutes,  
completely remove any  
residue with a microfibre  
cloth.

STEP 4

Do not walk on the  
surface until it is  
completely dry.

STEP 5

Massage the surface with  
a cloth or floor cleaning  
machine fitted with a  
white disc.

STEP 3

When the floor is clean  
and dry, apply a moderate  
amount of MP90 ECO  
PLUS evenly on the  
material and grout joints  
with a fleece pad or other  
appropriate applicator.

STEP 2

All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.

CAUTION: Test the product in a small, inconspicuous area or loose sample before full application to test for any
discolouration. Do not apply the product outdoors if rain is in the forecast. The product does not protect against
acid stains.

Please note

Indoor surfaces: For porous materials such as natural and engineered stone, agglomerates and encaustic
cement tiles installed in indoors, you may apply a finishing like MATT. Do not use wax in exteriors and places
with standing water.



For this operation we recommend using:

MATT (Matte Effect).

What it’s for

- Makes regular maintenance easier;
- Helps maintain the surface protection;
- Maintains or changes the finish according to the desired effect.

Coverage: The product covers up to 325 sq. ft. (30 m2)/L

How to use it

Maintenance

Every 2-3 months: after cleaning the surface with STONECLEAN diluted 1:200, apply the wax by diluting 500 ml 
of product in 5 litres of water. The floor may be walked on after it is dry.

ONCE A YEAR: apply the wax slightly diluted (200 ml of water in 1 litre of water) with a fleece pad, cloth or 
other  applicator. The floor may be walked on after it is dry.

On interior floors, subsequent to the sealer application, we recommend completing the treatment with a coat of
a protective wax. The wax makes regular maintenance easier and allows the surface finish to be changed.

SURFACE FINISH

1,5 m2

2 m2

STEP 1

Clean the surface well. When 
the floor is clean

STEP 4

Do not walk on 
the  surface until 
it is  completely 
dry.

STEP 4

Wait one hour and 
apply a second 
coat if  necessary.

STEP 3

and dry, apply a 
moderate  amount of 
WAX evenly  on the 
material and grout  
joints with a fleece pad
or other
appropriate  
applicator.

STEP 2

All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.



For this operation we recommend using STONECLEAN.

What it’s for

- Delicately cleans all wall and floor coverings;
- Thehighly concentrated formula may be used in various dilutions depending on the situation;
- When used at the correct dilution, it can be used in a floor scrubber and does not leave a

residue.

Coverage: The product diluted 1:200 has a coverage of up to 61,115 sq. ft. (5,678 m2)/GAL

.

The term “regular cleaning” refers to all the operations related to everyday cleaning. Regular cleaning is
fundamentally important because it maintains the appearance and characteristics of the material over time. For
everyday cleaning, it is essential to use neutral cleaners which do not leave a residue and do not damage the
material and any treatments applied.

REGULAR CLEANING

Vacuum dirt or dust.

Sweep the floor well.

Do not walk on the  
surface until it is  
completely dry.

STEP 4

Rinse and wring the  
mop before washing a  
new area. If the floor is  
very dirty, wash it twice.

STEP 4

Do not walk on the  
surface until it is  
completely dry.

STEP 5

Set the floor scrubber  
dryer and then clean the  
surface.

Clean 2-3 m2 at a time  
with a mop following an  
S-shape pattern.

1,5 m2

2 m2

INSTRUCTIONS FOR MANUAL CLEANING

STEP 1 STEP 2 STEP 3
25ml

5L

Dilute 
STONECLEAN 1:200 
(25mL of
STONECLEAN in 5L of
water)

How to use it

INSTRUCTIONS FOR MACHINE CLEANING

STEP 1 STEP 2 STEP 3

All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.

25mL
5L

Dilute 
STONECLEAN 1:200 
(25mL of
STONECLEAN in 5L of
water)



For this operation we recommend using PS87.

What it’s for

- Removes layers of wax and dirt built up over years;
- The surfactants in the formula deeply degrease the surface;
- Prepares the material for subsequent treatment.

Coverage: The product diluted 1:5 has a coverage of up to 815 sq.ft. (76 m2) /GAL.

How to use it

INSTRUCTIONS FOR MACHINE CLEANING

.

CAUTION: Do not use on polished marble and on all material sensitive to alkaline substances. Test the material’s 
resistance to the product on an inconspicuous area or loose sample before full application.

Heavy duty cleaning should be carried out when the surface has layers of built-up dirt and stains which cannot 
be removed with regular cleaning. It is the first step to take when renewing surfaces to their original condition.

HEAVY DUTY CLEANING

Sweep the floor well. Scrub the floor with a
brush.

STEP 4

Remove the residue  
with a clean cloth and  
rinse.

STEP 5

Do not walk on the  
surface until it is  
completely dry.

STEP 6

Distribute the diluted  
PS87 PRO solution  
evenly, scrubbing the  
floor a few metres at a 
time.

Dilute PS87  1:10  (0,5L 
of PS87 PRO in 5L
of warm water).

INSTRUCTIONS FOR MANUAL CLEANING

STEP 1 STEP 2 STEP 3
0,5L

5L

Sweep the floor well. Dilute PS87 1:10  (0,5L 
of PS87 PRO in 5L
of water).

STEP 4

Remove residue with a  
wet vacuum and rinse  
with clean water.

STEP 5

Do not walk on the  
surface until it is  
completely dry.

STEP 6

Distribute the solution  
with a floor scrubber  
fitted with a white pad.

1,5 m2

2 m2

STEP 1 STEP 2 STEP 3

All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.

0,5L
5L

Leave to act for 4-5  
minutes and then wash  
the floor with a brush 
or floor scrubber fitted 
with a nylon  pad or an 
appropriate pad.



CCAARREE  &&  MMAAIINNTTEENNAANNCCEE  SSHHEEEETT

EEXXTTEERRNNAALL  FFLLOOOORRSS



For this operation we recommend using PRW200.

What it’s for

- Eases grouting and subsequent cleaning without changing the appearance of the material;
- Reduces the drying time of the material after cleaning;
- Protects against grout stains.

Coverage: the product has a coverage of up to 108 sq.ft. (10 m2)/1 QT

How to use it

FOR PROFESSIONAL USE ONLY: If needed, the product may be applied with an airless sprayer until the 
surface is fully saturated. Use the appropriate PPE, as indicated on the safety data sheet.

WARNING: Test the product on a small, inconspicuous area of the surface to check for any discolouration. Do  
not apply the product outdoors if rain is in the forecast. Do not apply it on glossy surfaces without a previous 
test. 

To ease the subsequent post-construction cleaning of very absorbent materials, we recommend applying a 
water based sealer before grouting.

The sealer should be applied on the front and sides of the installed tiles.

Remove all dust and 
dirt from the flooring.

STEP 1

Do not walk or grout 
the surface until it is 
completely dry.

STEP 4

Within 10 minutes,  
remove any product  
residue if necessary.

STEP 3

On a clean and dry  
floor, apply a moderate 
amount of PRW200  
evenly with a fleece  
applicator or another  
suitable applicator.

STEP 2

PRE-GROUTING TREATMENT

Optional



For this operation we recommend using DETERDEK.

What it’s for

- Removes grout haze and construction dirt (grout, adhesive, paint);
- The surfactants in the formula effectively deep clean surfaces;
- Prepares the surface for subsequent protective treatment without damaging even the most

delicate surfaces.

Coverage: The product diluted at 1:5 has a coverage of up to 410-815 sq.ft. (38-76 m2)/gal

How to use it

INSTRUCTIONS FOR MACHINE CLEANING

INSTRUCTIONS FOR MANUAL CLEANING

End-of-work cleaning allows the removal of installation residue. It is an essential stage in the care and
maintenance of surfaces over time. Such operations must be carried out following the instructions on the
technical data sheet of the grout manufacturer, including the indicated waiting time before the grouted surface
can be used.

END-OF-WORK CLEANING

Floors 

Sweep the floor 
well.

STEP 1

Scrub the floor with a
brush.

STEP 4

Remove the 
residue  with a 
clean cloth and 
rinse.

STEP 5

Do not walk on 
the  surface until 
it is  completely 
dry.

STEP 6

Distribute the diluted  
DETERDEK solution  
evenly, scrubbing the 
floor a few metres at a  
time.

STEP 3STEP 2
1L

5L

Sweep the floor 
well.

Dilute DETERDEK
1:5

Leave to act for 4-5  
minutes and then 
wash  the floor with a 
brush  or floor 
scrubber fitted  with a 
white pad.

STEP 4

Remove residue 
with a  wet vacuum 
and rinse  with 
clean water.

STEP 5

Do not walk on 
the  surface until 
it is  completely 
dry.

STEP 6

Distribute the 
solution  with a floor 
scrubber  fitted with 
a white pad.

1,5 m2

2 m2

STEP 1 STEP 2 STEP 3
1L

5L

DiluIe DETERDEK
1:5

Do not use on acid sensitive stone such as marble, limestone, or travertine. Test the product on a small,
inconspicuous area of the surface or loose sample prior to full application.



For this operation we recommend using MP90 ECO PLUS.

What it’s for

- Reduces the absorption of the material without altering its aesthetic appearance;
- Water and oil repellent: blocks the absorption of common oil and water stains;
- Has anti-graffiti properties: the protected surface allows the graffiti to be easily removed

during cleaning.

Coverage: The product covers up to 388 sq.ft. (36m2)GAL.

How to use it

Correct protection keeps surfaces beautiful and hygienic over time. To protect the material, we recommend
using a sealer which, by limiting the absorption of water and non-acid staining agents, makes regular cleaning
easier and conserves the surface.

STAIN-PROOF PROTECTION

Clean the surface  
well.

1,5 m2

2 m2

STEP 1

Within 10 minutes,  
completely remove any  
residue with a microfibre  
cloth.

STEP 4

Do not walk on the  
surface until it is  
completely dry.

STEP 5

Massage the surface with  
a cloth or floor cleaning  
machine fitted with a  
white disc.

STEP 3

When the floor is clean  
and dry, apply a moderate  
amount of MP90 ECO  
PLUS evenly on the  
material and grout joints  
with a fleece pad or other  
appropriate applicator.

STEP 2

All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.

CAUTION: Test the product in a small, inconspicuous area or loose sample before full application to test for any
discolouration. Do not apply the product outdoors if rain is in the forecast. The product does not protect against
acid stains.

Please note

Indoor surfaces: For porous materials such as natural and engineered stone, agglomerates and encaustic
cement tiles installed in indoors, you may apply a finishing like MATT. Do not use wax in exteriors and places
with standing water.



For this operation we recommend using PS87.

What it’s for

- Removes layers of wax and dirt built up over years;
- The surfactants in the formula deeply degrease the surface;
- Prepares the material for subsequent treatment.

Coverage: The product diluted 1:5 has a coverage of up to 815 sq.ft. (76 m2) /GAL.

How to use it

INSTRUCTIONS FOR MACHINE CLEANING

.

CAUTION: Do not use on polished marble and on all material sensitive to alkaline substances. Test the material’s 
resistance to the product on an inconspicuous area or loose sample before full application.

Heavy duty cleaning should be carried out when the surface has layers of built-up dirt and stains which cannot 
be removed with regular cleaning. It is the first step to take when renewing surfaces to their original condition.

HEAVY DUTY CLEANING

Sweep the floor well. Scrub the floor with a
brush.

STEP 4

Remove the residue  
with a clean cloth and  
rinse.

STEP 5

Do not walk on the  
surface until it is  
completely dry.

STEP 6

Distribute the diluted  
PS87 PRO solution  
evenly, scrubbing the  
floor a few metres at a 
time.

Dilute PS87  1:10  (0,5L 
of PS87 PRO in 5L
of warm water).

INSTRUCTIONS FOR MANUAL CLEANING

STEP 1 STEP 2 STEP 3
0,5L

5L

Sweep the floor well. Dilute PS87 1:10  (0,5L 
of PS87 PRO in 5L
of water).

STEP 4

Remove residue with a  
wet vacuum and rinse  
with clean water.

STEP 5

Do not walk on the  
surface until it is  
completely dry.

STEP 6

Distribute the solution  
with a floor scrubber  
fitted with a white pad.

1,5 m2

2 m2

STEP 1 STEP 2 STEP 3

All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.

0,5L
5L

Leave to act for 4-5  
minutes and then wash  
the floor with a brush 
or floor scrubber fitted 
with a nylon  pad or an 
appropriate pad.



OIL AND GREASE NOSPOT

CARBONATED BEVERAGES AND 
JUICES

SR95

URINE AND VOMIT

COFFEE AND WINE

BLOOD

INK / MARKER

NICOTINE

HAIR DYE

STAIN CHART

SILICONE

ZEROSIL
POLYURETHANE FOAM

ADHESIVE TAPE RESIDUE

RESIN

RUST NORUST

CCAAUUTTIIOONNSS

Do not use acid cleaners, degreasers (alkaline pH) or highly abrasive tools for daily maintenance.
If the use of acid or alkaline cleaners is absolutely necessary, contact the material supplier for information 
about applying such substances. This is a generic maintenance sheet.
For specific projects, we can evaluate alternative protocols.
solutions.co
All information regarding recommended product use and application procedures is based on precise laboratory testing. Nevertheless, there are factors beyond our control: the condition of the 
surface before treatment, rare or unspecified material characteristics/finishes, environmental conditions and the professional training of the applicator. We  recommend testing the product on 
an area of the surface prior to full application. FILA always guarantees the quality of its products but does not take responsibility for their improper use.



Locations Toronto
Head Office + Warehouse

143 Tycos Dr. 
Toronto, ON M6B 1W6
416 413 7985

Oakville
Showroom

550 Speers Rd. Unit #2 
Oakville, ON L6K 2G3
905 582 7985

STAY CONNECTED
-

www.decotile.com
@decotile

http://www.decotile.com
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