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SPECIFICATIONS

BRILLANTE

Fused semi-transparent coloured glass mosaic, veined with enamels and aventurine
glaze, formed with 1 x 1 cm and 2 x 2 cm square tiles, with a thickness of about 4
mm, bevelled, with a size of 31.6 x31.6 cm with an approximately 1 mm joint.
Composite with 41% quality materials, pre-consumer recycled glass and 59%

post-consumer recycled glass.

BRILLANTE

WEIGHT AND DIMENSIONS | 2x2 cm | 3/4" x 3/4"

TEST DATA

UNIEN IS0 10545 (13)

)

RESISTANCE TO CHEMICAL AGENTS

resistant

s

UNIEN IS0 10545 (9)

RESISTANCE TO THERMAL SHOCKS

resistant

UNIEN IS0 10545 (3)

)

WATER ABSORPTION

none

DIN 51094

8]

COLOURS RESISTANCE TO FADING

resistant

UNIEN IS0 10545 (12)

£

SIZE 2x2cm|3/4" x3/4"
THICKNESS ~4mm|5/732"
SHEETS SIZE 3L6x3L6 cm
127/16"x127/16"
JOINT ~1mm|2/48"
WEICHT ~7 kg/m?| 1.6 Ibs/SQF
QUANTITY PER CARTON 2m?|21.528 SQF
CARTONSPERPALLET 72
PALLET WEICHT ~1030Kg |~ 2266 b
TEST ASTM
TEST PERFORMED AND REQUIREMENTS CONCLUSIONS
Range of thickness (ASTM C439) passes
Facial dimensions (ASTM C499) passes
Wedging (ASTM C502) passes
Water absorption (ASTM C373) passes
Thermal shocks (ASTM C484) passes
Bond Strenght (ASTM C482) passes

FROST RESISTANCE resistant
g% DIN 51097

SLIPRESISTANCE ON BARE FEET class C
Q@ DIN 51130

——

SLIPRESISTANCE WITH SHOES R9
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Locations

STAY CONNECTED

www.decotile.com
@decotile

Toronto
Head Office + Warehouse

143 Tycos Dr.
Toronto, ON M6B 1Wo
416 413 77985

Oakville
Showroom

550 Speers Rd. Unit #2
Oakville, ON LeK 2G3
905 582 7985
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