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Fine glazed porcelain stoneware floors

TECHNICAL CHARACTERISTICS
Standard UNI EN 14411 - Appendix G - Dry-pressed ceramic tiles with low water absorption - GROUP Bla GL

Technical characteristic I:ﬁ::;?:::::ﬁ"ﬂﬂ:&d ;:’r Value required by standard Verified value
LENGTH AND WIDTH
(Admissible deviation (%) from the average dimension of UNI EN ISO 10545-2 £06% COMPLIANT
each tile from the manufacturing dimension W.) _ s B -
THICKNESS UNIEN 1SO 10545-2 5% COMPLIANT
DIMENSIONS AND STRAIGHTNESS OF EDGES UNIEN ISO 10545-2 + 05 % COMPLIANT
SURFACE QUALITY ORTHOGONALITY UNIEN ISO 10545-2 +0,5% COMPLIANT
Center curvature and edge COMPLIANT
FLATNESS UNI EN ISO 10545-2 ﬁ ;!.5 %e
4050 COMPLIANT
95 % min. of the tiles in the test must be free
SURFACE QUALITY UNI EN IS0 10545-2 S vl i COMPLIANT
WATER ABSORPTION MASS UNI EN IS0 10545-3 Eb<0,5 % COMPLIANT
BREAKING STRENGTH (S) UNIEN 1ISO 10545-4 S>1300 N COMPLIANT
PHYSICAL FLEXURAL STRENGTH (R) UNI EN 1SO 105454 R > 35 N/mm? COMPLIANT
PROPERTIES CRAZING RESISTANCE UNIEN ISO 10545-11 REQUIRED COMPLIANT
FROST RESISTANCE UNI EN ISO 10545-12 REQUIRED COMPLIANT
RESISTANCE TO HOUSEHOLD CHEMICALS AND L s
e i SWIMMING POOL ADDITIVES UNI EN I1SO 10545-13 Minimum class B RESISTS
PROPERTIES Dy (- il UNI EN ISO 10545-13 According to what is declared by the company RESISTS
STAIN RESISTANCE UNI EN 1SO 10545-14 Minimum class 3 COMPLIANT

COLOR: BLANC - GRIS - NOIR - TAUPE

SIZE: 32,5x32,5 - 30X60,3 - 60,3X60,3 - 45,5X91

INOTE: The values in the table are valid for first-choice products
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Locations

STAY CONNECTED

www.decotile.com
@decotile

Toronto

Head Office + Warehouse
143 Tycos Dr.

Toronto, ON MeB 1Woe

416 413 7985

Oakville

Showroom

550 Speers Rd. Unit #2
Oakville, ON LeK 2G3
905 582 7985
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