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BISCUIT TECHNICAL FEATURES

STANDARD

ISO 10545/3

ISO 10545/14

ISO 10545/13

ISO 10545/11

 FEATURES

water absorption

stain resistance

 crazing resistance

E > 10 %

≥ CLASSE 3

 no visible alteration 

REQUIRED VALUE

16 %

5

resistant

BISCUIT

ASTM C650

chemical resistance 

chemical resistance 
unaffected

ASTM C1378 stain resistance ≥ CLASSE 3 ≥ 4

resistant resistant

ISO 10545/2 SIZE

length and width

thickness

straigthness of sides

rectangularity

flatness

± 0,5 % ± 2,0 mm

± 10 % ± 0,5 mm

± 0,3 % ± 1,5 mm

± 0,5 % ± 2,0 mm

+ 0,5 % + 2,0 mm
- 0,3 % - 1,5 mm

± 0,5 % ± 2,0 mm

± 10 % ± 0,5 mm

± 0,3 % ± 1,5 mm

± 0,5 % ± 2,0 mm

+ 0,5 % + 2,0 mm
- 0,3 % - 1,5 mm



Locations Toronto
Head Office + Warehouse

143 Tycos Dr. 
Toronto, ON M6B 1W6
416 413 7985

Oakville
Showroom

550 Speers Rd. Unit #2 
Oakville, ON L6K 2G3
905 582 7985
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