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LACCATI GLAZED TERRACOTTA L-BIlIGL-(E > 10%)- UNIEN 14411 -L -

SPECIFICATION

Dimension and appearance

Water absorption

Flexsural resistance

Linear expansion thermic coefficient

Resistance to sudden temperature changes

Grazing Resistance

Chemical Resistance

Stain Resistance

TEST METHODS

ISO 10545-2

1ISO 10545-3

1SO 10545-4

1ISO 10545-8

1SO 10545-9

1SO 10545-11

ISO 10545-13

ISO 10545-14

REQUIREMENTS IN ACCORDANCE TO THE STANDARDS

Prospect L1

> 10%

> 7,5 mm min.
15N/mm2=

Available on request

Available on request
Always tested

Min. GB

From1to5-Min. 3

DECO-TILE

SENIO DOUBLE FIRING AVERAGE VALUE
Compliant
> 10%
17 N/mm2
6,6 x 10-6
Resistant

Resistant
GA

5

PASSION, QUALITY AND TRADITION
THESE ARE OUR INGREDIENTS

l p'- .-.r » &

“Double-firing” is the process that produce
Ceramics still made with earth dust, double-
firedatmorethan1000 °C (1832 °F)and glazed
with a manual intervention, to give your wall
that special natural touch of craftsmanship
that other products do not have. This tile, fired
twice, is the real Ceramics, understood as a
blending of Earth, Glaze and Fire.



DTCO-TILT

Locations

STAY CONNECTED

www.decotile.com
@decotile

Toronto
Head Office + Warehouse

143 Tycos Dr.
Toronto, ON M6B 1Wo
416 413 77985

Oakville
Showroom

550 Speers Rd. Unit #2
Oakville, ON LeK 2G3
905 582 7985


http://www.decotile.com
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