
Lapis
TECHNICAL DATA



TECHNICAL 
FEATURES

STANDARD VALUES  
UNI EN 14411

GROUP B III. GL  
(Appendice L EN 14411)   
 DRY PRESSED

standard

 WATER ABSORPITION

STAIN RESISTANCE 

CRAZE RESISTANCE

CHEMICAL RESISTANCE

ISO 10545-11

SILK SURFACE
value

>10 %

class 4 

TECHNICAL FEATURES

GLAZED TERRACOTTA

ISO 10545-3                  

ISO 10545-14                

                       

ISO 10545-13  

>10 %

class 1 

            class GLB            class GLC

CRAQUELÉ SURFACE
valore - value

not appliab                                 le (decorative element)

>10 %

5 

GA

GLOSSY SURFACE
valore - value

RREESSIISSTTAANNTT

MADREPERLA SURFACE
valore - value

>10 %

class 1 

            class GLC

 not appliab                                 le (decorative element)RREESSIISSTTAANNTT



Locations Toronto
Head Office + Warehouse

143 Tycos Dr. 
Toronto, ON M6B 1W6
416 413 7985

Oakville
Showroom

550 Speers Rd. Unit #2 
Oakville, ON L6K 2G3
905 582 7985
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-

www.decotile.com
@decotile
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